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OPENING FOR NEW NEW STAIR UP TO
ROOF SPACE ADDED
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NOTES

1   DO NOT SCALE FROM THIS DRAWING

2   This drawing is the copyright of Mosedale Gillatt.

3   All dimensions to be verified on site prior to any
shop or site works being commenced.

4   Any discrepancies to be reported to the Architect
BEFORE any work is put in hand.

5   This drawing is to be read in conjunction with
relevant consultant's and specialist's drawings.

6   This drawing must be read in conjunction with the
following drawings:
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EXISTING MAIN HALL REFLECTED CEILING PLAN

SEE ROOF PLAN
FOR WORKS TO THIS
ROOF

EXISTING FLAG POLE TO BE CAREFULLY REMOVED, REFURBISHED AND
REINSTATED FOLLOWING ROOF WORKS

PARAPET

GUTTER

EXISTING LIGHTFITTINGS S TO BE REMOVED

REMOVAL OF LOOSE PAINT TO 3NO.
CEILING ROSES, MAKE ALLOWANCE FOR
FILLING OF CRACKS UNCOVERED

EXISTING CORNICE TO BE RETAINED.
REPAIRS TO CORNICE AS IDENTIFIED IN
SPECIALIST PLASTER REPORT AND
DRAWING 1076 028.

CHANDELIERS TO BE CAREFULLY REMOVED AND
STORED OFF SITE BEFORE WORKS BEGIN, TO BE
REINSTATED UPON COMPLETION.

EXISTING SVP
LOCATION

REMOVE
EXISTING STAIR
ACCESS .

ACCESS LIMITED, EXACT SCOPE OF WORKS TO ROOF TO BE
CONFIRMED, EXISTING ROOF CONSTRUCTION ASSUMED TO BE BITUMEN
FELT. EXISTING FLAT ROOF COVERINGS TO BE CAREFULLY REMOVED.
EXISTING JOISTS TO BE RETAINED, SUBJECT TO REPAIRS TBC ON
OPENING UP AND AGREED UNDER CONDITION WITH LOCAL AUTHORITY

OUTLET SIZES AND NUMBER TO BE REVIEWED ONCE SAFE ACCESS
PROVIDED

EVIDENCE OF WATER INGRESS.
LOCALISED REPAIRS AS
REQUIRED FOLLOWING SAFE
ACCESS FOR INSPECTION

STRUCTURE TRIMMED OUT FOR NEW ROOF LIGHT

REMOVE EXISTING WIRE
NETTING AND INCLUDE FOR
GUANO CLEANING TO ENTIRE
ROOF SPACE

NEW DOOR OPENING CREATED
TO PROVIDE DOOR ACCESS INTO
ROOF VOID

A 17.12.2024
BUBBLED ELEMENTS ADDED TO KEY,
PENDING SURVEY INFORMATION
NOTED

THIRD FLOOR PLAN

ROOF PLAN

B 06.03.2025
ROOF PLAN AND 3F UPDATED TO
REFLECT SURVEY.REFLECTED CEILING
PLAN FF KITCHEN ADDED, ROOF PLAN
SCOPE OF WORKS UPDATED. ME
PENETRATIONS ADDED

EXISTING M&E EQUIPMENT TO BE REMOVED

EXISTING M&E EQUIPMENT
TO BE REMOVED

NEW STRUCTURAL OPENING
FORMED WITHIN FLOOR AND
TRIMMED OUT TO ALLOW FOR
INSTALLATION OF ACCESS
HATCH FOR PLANT EQUIPMENT

NEW STRUCTURAL OPENING
FORMED WITHIN FLOOR AND
TRIMMED OUT TO ALLOW FOR
INSTALLATION OF PERSONNEL
ACCESS HATCH

(NO MEASURED SURVEY OF THE ROOF HAS BEEN UNDERTAKEN. BASED ON ASSUMED DIMENSIONS FROM LANDFORM + LUCION MEASURED
SURVEYS. ALL DIMENSIONS AND FINAL SCOPE OF WORK TO BE CONFIRMED FROM SCAFFOLD ACCESS)

CORNICE

CAREFULLY RAKE OUT AND RE-POINT ALL JOINTS TO PARAPET AND
RE-POINT WITH LIME MORTAR TO BOTH SIDES AND TOP OF PARAPET
PRIOR TO INSTALLING NEW LEAD. LEAD TO BE INSTALLED TO INNER
FACE, COPPING, OUTER FACE OF PARAPET AND TOP OF PROJECTING
CORNICE

MANSAFE TO BE INSTALLED TO ALLOW FULL
ACCESS TO ROOF PERIMETER - SYSTEM AND
FIXING POINTS TO BE CONFIRMED

INDICATIVE LOCATION OF PROPOSED MANSAFE

ALLOW FOR SLEEVING 6NO. OUTLET PIPES RUNNING
FROM GUTTER OUTLETS THROUGH PARAPET WALL
TO HOPPERS

CAREFULLY REMOVE ALL EXISTING LEAD
GUTTERING, SUMPS AND OUTLETS AND ALLOW FOR
NEW SUPPORTING TIMBERS AND BOARDING TO
SUPPORT A LEAD GUTTER, SUMPS AND OUTLETS
FORMED IN ACCORDANCE WITH LSTA GUIDELINES.

CAREFULLY RAKE OUT AND RE-POINT ALL JOINTS TO PARAPET AND
RE-POINT WITH LIME MORTAR TO BOTH SIDES AND TOP OF PARAPET
PRIOR TO INSTALLING NEW LEAD. LEAD TO BE INSTALLED TO INNER
FACE, COPPING, OUTER FACE OF PARAPET AND TOP OF PROJECTING
CORNICE

EXTENT OF LEAD WORKS TO GUTTER, PARAPET AND CHIMNEY

CAREFULLY REMOVE ALL EXISTING LEAD
GUTTERING, SUMPS AND OUTLETS AND ALLOW FOR
NEW SUPPORTING TIMBERS AND BOARDING TO
SUPPORT A LEAD GUTTER, SUMPS AND OUTLETS
FORMED IN ACCORDANCE WITH LSTA GUIDELINES.

STRUCTURE TRIMMED OUT FOR NEW ROOF LIGHT

APPROXIMATE LOCATIONS
OF 5NO. NEW
INTAKE/EXTRACT VENTS
PENETRATING ROOF
STRUCTURE

EXISTING SVP RELOCATED, NEW
PENETRATION THROUGH ROOF
STRUCTURE REQUIRED

CAREFULLY REMOVE EXISTING LEAD
FLASHINGS TO CHIMNEY STACKS
AND INSTALL NEW FLASHINGS (SIDE
AND APRON).

INSPECT CAPPING TO CHIMNEY AND
FLUE OUTLETS. CAREFULLY RAKE
OUT AND RE-POINT CAPPING AND
ALL SIDES OF CHIMNEY STACK IN
LIME MORTAR. ALLOW FOR
INSTALLING LEAD TO EXISTING
CAPPING TO EACH CHIMNEY AND A
HERITAGE CHIMNEY POT.

EXISTING CHIMNEY STACK VENT

CAREFULLY REMOVE EXISTING LEAD FLASHINGS TO CHIMNEY STACKS
AND INSTALL NEW FLASHINGS (SIDE AND APRON).

INSPECT CAPPING TO CHIMNEY AND FLUE OUTLETS. CAREFULLY RAKE
OUT AND RE-POINT CAPPING AND ALL SIDES OF CHIMNEY STACK IN LIME
MORTAR. ALLOW FOR INSTALLING LEAD TO EXISTING CAPPING TO EACH
CHIMNEY AND A HERITAGE CHIMNEY POT.

CAREFULLY REMOVE ALL EXISTING SLATES AND SET ASIDE FOR
INSPECTION AND RE-USE. REMOVE ALL EXISTING BATTENS AND
EXISTING MEMBRANE. INSTALL NEW MEMBRANE AND TIMBER TREATED
BATTENS TO ALL FOUR SLOPES OF PITCHED ROOF. ALLOW FOR THE
RE-USE OF EXISTING WELSH SLATES TO THREE SIDES (ONE LONG,
TWO SHORT) AND USE NEW WELSH SLATE FOR THE REMAINING SIDE.
INSTALL NEW RIDGE, HIP, DORMER AND ASSOCIATED FLASHINGS.

CAREFULLY REMOVE ALL BURSTING GROWTHS AND / OR VEGETATION,
RAKE OUT JOINTS AND RE-POINT WITH LIME MORTAR.

CAREFULLY REMOVE EXISTING LEAD FLASHINGS TO CHIMNEY STACKS
AND INSTALL NEW FLASHINGS (SIDE AND APRON).

INSPECT CAPPING TO CHIMNEY AND FLUE OUTLETS. CAREFULLY RAKE
OUT AND RE-POINT CAPPING AND ALL SIDES OF CHIMNEY STACK IN LIME
MORTAR. ALLOW FOR INSTALLING LEAD TO EXISTING CAPPING TO EACH
CHIMNEY AND A HERITAGE CHIMNEY POT.

CAREFUL REMOVAL OF EXISTING
CEILING AS PART OF ROOF WORKS

REMOVE FAILING CEMENTITIOUS REPAIRS, ALLOW FOR 1 MSQ NO.
STONE INDENTS

EXISTING KITCHEN REFLECTED CEILING PLAN
(R1.06, R1.08 AND R1.09)

EXISTING CEILING TO BE
CAREFULLY REMOVED TO AVOID
DAMAGE TO PLASTERWORK
CORNICE AND CEILING ROSE.
ALLOW FOR FULL PROTECTION AND
SUPPORT TO CORNICE, PILASTERS.

AMENDMENTS TO EXISTING
DORMER TO PROVIDE MAIN ROOF
ACCESS IN THIS LOCATION,
SUBJECT TO FURTHER
INVESTIGATION

GENERAL NOTES:

DRAWINGS BASED ON MEASURED SURVEY BY LUCION SURVEYORS.

WORKS SHOWN ARE INDICATIVE ONLY AND SUBJECT TO REVIEW
ON SITE FOLLOWING AVAILABILITY OF ACCESS TO ALL AREAS AND
LEVELS.

HISTORICAL JOINERY INCLUDING JAMBS, ARCHITRAVES, SKIRTINGS,
TO BE PROTECTED DURING WORKS

HISTORICAL PLASTERWORK INCLUDING PILASTERS, WINDOW
PEDIMENTS AND CORNICING TO BE PROTECTED DURING WORKS

NWL TO BE NOTIFIED THAT 4NO. MANHOLES TO BECOME INTERNAL
ONCE PROPOSED GLAZED ENCLOSURE COMPLETE. CONFIRMATION
REQUIRED FROM NWL THAT NO ALTERATIONS TO EXISTING
UNDERGROUND DRAINAGE REQUIRED.

FOR REMOVAL OF EXISTING SERVICES, SEE M&E DETAILS

FOR EXTENT OF LANDSCAPE WORKS, SEE SITE PLAN 1076 024

FOR EXTENT OF WORKS TO LOWER FLAT ROOF, SEE ROOF PLAN
1076 026

FOR WORKS TO MAIN HALL CEILING, R1.04, SEE CEILING PLAN 1076
026

SEE DRAWING 1076 027 FOR ELEVATION REPAIRS

FOR WORKS TO EXISTING EXTERNAL DOORS REFER TO ELEVATION
DRAWING 1076 027

RAIN WATER OUTLETS FROM MAIN ROOF TO BE ASSESSED AT RIBA
STAGE 4, ADDITIONAL OUTLETS MAY BE REQUIRED

ALL WORKS SUBJECT TO REVISED PLANNING AND LISTED BUILDING
CONSENTS AND BUILDING REGULATIONS APPROVAL

ALTERATIONS TO EXTERNAL WALLS/FEATURES

ALTERATIONS TO INTERNAL WALLS/FEATURES

FLOOR TO BE REMOVED

INTERNAL FINISHES:

- ALL DECORATIVE PLASTERWORK / MOULDINGS AND HISTORIC
PLASTERED AREAS, INCLUDING CEILINGS TO BE INSPECTED BY
SPECIALIST FROM HIGH LEVEL ACCESS TO FINALISE EXTENT
AND SPECIFICATION OF REPAIR. ALL MAKING GOOD TO BE IN
LIME PLASTER. REFER TO SKILLINGTONS REPORT A/076/C

- REDECORATION WORKS TO BE CONFIRMED FOLLOWING
DISCUSSIONS WITH SPECIALISTS

KEY

CEILING TO BE REMOVED - SUSPENDED CEILING AND EXISTING
(DETERIORATED) LATH AND PLASTER
AREA OF SECONDARY, LOWER, PLASTERBOARD CEILING TO BE
REMOVED OVER ESCAPE STAIRS AND LANDING

N

APPROXIMATE LOCATIONS
OF 2NO. NEW BOILER FLUES
PENETRATING ROOF
STRUCTURE

GUTTER

CORNICE

PARAPET

SECONDARY, LOWER CEILINGS TO BE
REMOVED OVER ESCAPE STAIRS AND
LANDING R1.10

ROOF STRUCTURE TO BE TRIMMED OUT
FOR NEW ROOFLIGHT/ACCESS HATCH

ROOF STRUCTURE TO BE TRIMMED OUT
FOR NEW ROOFLIGHT

EXISTING SVP RELOCATED, NEW
PENETRATION THROUGH FLOOR
STRUCTURE REQUIRED

EXISTING TIMBER ROOF
TRUSSES TO BE RETAINED,
SUBJECT TO REPAIRS TBC ON
OPENING UP AND AGREED
UNDER CONDITION WITH LOCAL
AUTHORITY

NEW OPENING FORMED
WITHIN MASONRY WALL
BETWEEN ROOF VOIDS
TO ALLOW FOR SERVICE
ROUTES

NEW OUTLET FROM
MAIN ROOF, ROUTED
INTERNALLY AND
DISCHARGING ONTO
FLAT ROOF,SUBJECT TO
CONFIRMATION OF FLAT
ROOF CAPACITY

NEW OUTLET FROM
MAIN ROOF, ROUTED
INTERNALLY, SUBJECT
TO DETAILED DESIGN

C 01.04.2025
ROOF SPACE ACCESS AMENDED TO
AVOID CORNICE AND ADDITIONAL
SERVICES OPENING INTO ROOF VOID

NEW OPENING FORMED
WITHIN MASONRY WALL
BETWEEN ROOF VOIDS
TO ALLOW FOR SERVICE
ROUTES

D 24.04.2025
STATUS UPDATED - PLANNING.

E 15.05.2025
INTAKE/EXTRACT OPENINGS AMENDED
TO ME DETAILS

APPROXIMATE LOCATIONS
OF 5NO. NEW
INTAKE/EXTRACT VENTS
PENETRATING ROOF
STRUCTURE

APPROXIMATE LOCATIONS
OF 2NO. NEW BOILER FLUES
PENETRATING ROOF
STRUCTURE

F 03.07.2025
AMENDMENTS TO EXISTING DORMER
ADDED

AMENDMENTS TO EXISTING
DORMER TO PROVIDE MAIN ROOF
ACCESS IN THIS LOCATION,
SUBJECT TO FURTHER
INVESTIGATION
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