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Revisions:

NOTES

1   DO NOT SCALE FROM THIS DRAWING

2   This drawing is the copyright of Mosedale Gillatt.

3   All dimensions to be verified on site prior to any
shop or site works being commenced.

4   Any discrepancies to be reported to the Architect
BEFORE any work is put in hand.

5   This drawing is to be read in conjunction with
relevant consultant's and specialist's drawings.

6   This drawing must be read in conjunction with the
following drawings:
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WEST ELEVATION,  D

D

STONE

EXISTING GLAZED DOORS TO BE
REMOVED SEE 1076 104 FOR
DETAILS OF REPLACEMENT

STONE

STONE

NOTICE
BOARD

STONE PARAPET

EXISTING ENTRANCE RAMP TO
BE CAREFULLY REMOVED,
NEW STONE TO BE PIECED IN

RAMP DOWN

LIFTEXISTING
ENTRANCE

STONE

STONE PARAPET

STONE PARAPET

STONE PARAPET

FI 11.12.2024
GROUND FLOOR OPENINGS AMENDED,
LEAD DETAILS ADDED, REPOINTING
ALLOWANCE AMENDED

TWO EXISTING NON-ORIGINAL
ESCAPE STAIRS TO BE REMOVED
ALONG WITH ASSOCIATED WALLS
AND STRUCTURE

WINDOW CILL TO BE LOWERED AND
STONEWORK BETWEEN DOOR AND WINDOW
CAREFULLY TAKEN DOWN TO CREATE FULL
WIDTH OPENING TO SAME HEIGHT AS
EXISTING DOOR. REFER TO STRUCTURAL
ENGINEER'S DETAILS FOR LINTEL
REQUIREMENTS

FIRST FLOOR REMOVED REDUNDANT M&E TO BE REMOVED

WINDOW TO BE REMOVED AND
OPENING TO BE DROPPED TO
GROUND LEVEL TO CREATE
OPENING FOR NEW BIN STORE
DOORS

REDUNDANT MECHANICAL AND
ELECTRICAL SYSTEMS TO REMOVE

EXISTING GLAZED SCREEN AND
DOORS TO BE REMOVED SEE 1076
104 FOR PROPOSAL

EXISTING RAILINGS CAREFULLY
REMOVED. STONE INDENTS TO
FILL VOIDS LEFT BY REMOVAL

NOTES:

- ALL REDUNDANT WIRES AND
FIXTURES TO BE CAREFULLY
REMOVED.

- ALL AREAS OF NEW STONE
REPLACEMENT, STONE
INDENTS AND MORTAR
REPAIR TO BE CONFIRMED
AFTER REVIEW FROM FULL
SCAFFOLD BEFORE WORKS
STARTS ON SITE.

- ALLOW TO CAREFULLY RAKE
OUT AND REPOINT ALL
ASHLAR STONEWORK.

- EXISTING WINDOWS TO BE
RETAINED - TO BE
REFURBISHED, OVERHAULED
AND REDECORRATED,
INCLUDING MAKING
OPERABLE WHERE
APPLICABLE. EXACT SCOPE
TO BE CONFIRMED WHEN
DETAILED INSPECTION
AVAILABLE.

- CLEANING OF STONEWORK
TO BE REVIEWED, IN
PARTICULAR TO NORTH
ELEVATION. INCLUDE FOR
CLEANING OF ALL EXTERNAL
STONE STEPS

- CAREFULLY REMOVE ALL
FERROUS FIXINGS

- RETAIN ALL STONE FROM
DEMOLITION FOR REUSE

ACCESS LIMITED, EXACT SCOPE OF
WORKS TO ROOF TO BE
CONFIRMED. EXISTING ROOF
CONSTRUCTION ASSUMED TO BE
BITUMEN FELT. CAREFULLY
REMOVE EXISTING COVERING AND
COMPLETE REPAIRS TO
STRUCTURE. SEE PROPOSED
PLANS FOR NEW ROOF BUILD UP.

STONE PARAPET TO BE REPOINTED
IN LIME MORTAR

CAREFULLY REMOVE RAILINGS AND
MAKE GOOD ANY STONEWORK AS
REQUIRED

KEY
ALTERATIONS TO EXTERNAL
WALLS/FEATURES

EXISTING DOORS TO BE
REMOVED, DOOR FRAMES MADE
GOOD. SEE 1076 104 FOR
REPLACEMENT DETAILS

EXISTING CIRCULAR SECTION
CAST IRON SVP TO BE
INSPECTED AND REPAIR /
REPLACEMENTS CONFIRMED
ONCE FULL INSPECTION
AVAILABLE

EXISTING RAILINGS CAREFULLY
REMOVED. STONE INDENTS TO FILL
VOIDS LEFT BY REMOVAL

TWO EXISTING NON-ORIGINAL
ESCAPE STAIRS TO BE REMOVED
ALONG WITH ASSOCIATED WALLS
AND STRUCTURE

FIRST FLOOR REMOVED

LEAD WEATHERING DETAIL

EXISTING FLOODLIGHTS TO BE
REMOVED FOR REPLACEMENT, SEE
1076 104 AND ME FOR DETAILS,
SURFACE FIXED CABLING TO BE
CAREFULLY REMOVED.

EXISTING FLOODLIGHTS TO BE
REMOVED FOR REPLACEMENT, SEE
1076 104 AND ME FOR DETAILS,
SURFACE FIXED CABLING TO BE
CAREFULLY REMOVED.

EXISTING DRAINAGE
CONNECTIONS TO 2ND FLOOR
TO BE CAREFULLY REMOVED
AND STONEWORK MADE GOOD
WITH NEW STONE WHERE VOIDS
REMAIN. ALLOW FOR PIECING OF
NEW STONE TO ALL HOPPER
HEADS.

WINDOW CILL TO BE LOWERED AND
STONEWORK BETWEEN DOOR AND WINDOW
CAREFULLY TAKEN DOWN TO CREATE FULL
WIDTH OPENINGS TO SAME HEIGHT AS
EXISTING DOOR. REFER TO STRUCTURAL
ENGINEER'S DETAILS FOR LINTEL
REQUIREMENTS

A 17.12.2024
BUBBLED ELEMENTS ADDED TO KEY,
REPOINTING ALLOWANCE AND
REMOVAL OF SECOND FLOOR
DRAINAGE BUBBLED
B 06.03.2025
WEST ELEVATION UPDATED TO
REFLECT SURVEY INFORMATION.
STONE REPLACEMENT AREAS
INDICATED. OVERALL SCOPE OF
WORKS UPDATED.
NEW EXTRACT LOCATIONS UPDATED.

TWO WINDOWS TO BE CAREFULLY REMOVED, REFURBISHED AND
REINSTATED PRIOR TO COMPLETION OF THE WORKS. THIS IS TO ALLOW
ACCESS FOR NEW MATERIALS AND EGRESS OF EXISTING MATERIAL TO
BE REMOVED FROM SITE DURING THE WORKS. EXACT LOCATION AND
NUMBER OF WINDOWS TO BE CONFIRMED AT RIBA STAGE 4.

CAREFULLY REMOVE ALL BURSTING
GROWTHS AND / OR VEGETATION,
RAKE OUT JOINTS AND RE-POINT
WITH LIME MORTAR

FAILING MORTAR REPAIRS
IDENTIFIED AT HIGH LEVEL. ASSESS
FROM SCAFFOLD EXTENT OF
MORTAR REPAIR TO UNDERSIDE OF
CORNICE ALLOW FOR 80% NEW
REPAIR.

CAREFULLY RAKE OUT AND
RE-POINT ALL JOINTS AND
RE-POINT WITH LIME MORTAR TO
BOTH SIDES AND TOP OF PARAPET
PRIOR TO INSTALLING NEW LEAD

CAREFULLY REMOVE ANY FERROUS
FIXINGS WITHIN STONEWORK (TO
ALL ELEVATIONS)

APPROXIMATE AREAS OF
POTENTIAL STONE REPLACEMENT
OR NEW STONE INDENTS.
SUBJECT TO FINAL REVIEW FROM
HIGH LEVEL SCAFFOLD BEFORE
WORKS START ON SITE

FOLLOWING HIGH LEVEL INSPECTION
FROM SCAFFOLDING CAREFULLY
RAKE OUT AND REMOVE EXISTING
LOOSE OR HARD MORTAR AND
RE-POINT WITH LIME MORTAR.
ALLOW FOR 80%.

FAILING MORTAR REPAIRS
IDENTIFIED AT HIGH LEVEL. ASSESS
FROM SCAFFOLD EXTENT OF
MORTAR REPAIR TO UNDERSIDE OF
CORNICE ALLOW FOR 80% NEW
REPAIR.

LOSS OF STONE TO PROJECTION.
ALLOW 50% NEW STONE INDENT TO
EACH PIER ON EACH ARCH

FOLLOWING HIGH LEVEL
INSPECTION FROM
SCAFFOLDING CAREFULLY RAKE
OUT AND REMOVE EXISTING
LOOSE OR HARD MORTAR AND
RE-POINT WITH LIME MORTAR.
ALLOW FOR 80%.

LOSS OF STONE TO PROJECTION.
ALLOW 50% NEW STONE INDENT
TO EACH PIER ON EACH ARCH

CAREFULLY REMOVE ANY
FERROUS FIXINGS WITHIN
STONEWORK (TO ALL
ELEVATIONS)

CAREFULLY RAKE OUT AND
RE-POINT ALL JOINTS AND
RE-POINT WITH LIME MORTAR TO
BOTH SIDES AND TOP OF PARAPET
PRIOR TO INSTALLING NEW LEAD

FAILING MORTAR REPAIRS
IDENTIFIED AT HIGH LEVEL. ASSESS
FROM SCAFFOLD EXTENT OF
MORTAR REPAIR TO UNDERSIDE OF
CORNICE ALLOW FOR 100% NEW
REPAIR.

CAREFULLY REMOVE ALL BURSTING
GROWTHS AND / OR VEGETATION,
RAKE OUT JOINTS AND RE-POINT
WITH LIME MORTAR

FOLLOWING HIGH LEVEL
INSPECTION FROM
SCAFFOLDING CAREFULLY RAKE
OUT AND REMOVE EXISTING
LOOSE OR HARD MORTAR AND
RE-POINT WITH LIME MORTAR.
ALLOW FOR 100%.

CAREFULLY REMOVE ANY
FERROUS FIXINGS WITHIN
STONEWORK (TO ALL
ELEVATIONS)

FAILING MORTAR REPAIRS
IDENTIFIED AT HIGH LEVEL. ASSESS
FROM SCAFFOLD EXTENT OF
MORTAR REPAIR TO UNDERSIDE OF
CORNICE ALLOW FOR 80% NEW
REPAIR. CAREFULLY RAKE OUT AND

RE-POINT ALL JOINTS AND
RE-POINT WITH LIME MORTAR TO
BOTH SIDES AND TOP OF PARAPET
PRIOR TO INSTALLING NEW LEAD

CAREFULLY REMOVE ALL BURSTING
GROWTHS AND / OR VEGETATION,
RAKE OUT JOINTS AND RE-POINT
WITH LIME MORTAR

NOTE: THIS HIGH LEVEL ELEVATION COULD NOT BE SURVEYED. ALLOW TO
CAREFULLY RAKE OUT AND RE-POINT IN LIME MORTAR (100%) ALLOW 20%
STONE REPAIR (INDENT) AND 10% NEW STONE REPLACEMENT.

ALL CAST IRON RAINWATER
GOODS TO BE CAREFULLY
REMOVED, FULLY
REFURBISHED AND
REINSTATED. ALLOW
APPROXIMATELY 20%
REPLACEMENT WITH NEW
CAST IRON, SUBJECT TO FULL
INSPECTION WHEN REMOVED.

FOLLOWING HIGH LEVEL
INSPECTION FROM SCAFFOLDING
CAREFULLY RAKE OUT AND
REMOVE EXISTING LOOSE OR HARD
MORTAR AND RE-POINT WITH LIME
MORTAR. ALLOW 80%

CAREFULLY RAKE OUT AND
RE-POINT ALL JOINTS AND
RE-POINT WITH LIME MORTAR TO
BOTH SIDES AND TOP OF PARAPET
PRIOR TO INSTALLING NEW LEAD

LOSS OF STONE TO
PROJECTION. ALLOW 50%
NEW STONE INDENT TO
EACH PIER ON EACH ARCH

CAREFULLY REMOVE ANY FERROUS
FIXINGS WITHIN STONEWORK (TO
ALL ELEVATIONS)

FAILING MORTAR REPAIRS
IDENTIFIED AT HIGH LEVEL. ASSESS
FROM SCAFFOLD EXTENT OF
MORTAR REPAIR TO UNDERSIDE OF
CORNICE ALLOW FOR 80% NEW
REPAIR.

FAILING MORTAR REPAIRS
IDENTIFIED AT HIGH LEVEL. ASSESS
FROM SCAFFOLD EXTENT OF
MORTAR REPAIR TO UNDERSIDE OF
CORNICE ALLOW FOR 80% NEW
REPAIR.

CAREFULLY REMOVE ALL BURSTING
GROWTHS AND / OR VEGETATION,
RAKE OUT JOINTS AND RE-POINT
WITH LIME MORTAR

NEW LEAD FLASHING TO EXTEND
FROM NEW LEAD GUTTER TO INNER
FACE, TOP AND OUTER FACE OF
PARAPET AND TO TOP OF
PROJECTING CORNICE BELOW.

NEW LEAD FLASHING TO EXTEND
FROM NEW LEAD GUTTER TO INNER
FACE, TOP AND OUTER FACE OF
PARAPET AND TO TOP OF
PROJECTING CORNICE BELOW.

FAILING MORTAR REPAIRS
IDENTIFIED AT HIGH LEVEL. ASSESS
FROM SCAFFOLD EXTENT OF
MORTAR REPAIR TO UNDERSIDE OF
CORNICE ALLOW FOR 80% NEW
REPAIR.

REFER TO 1076 026 FOR ROOF PLAN SCOPE OF REPAIR AND ALTERATIONS

EXISTING FLOODLIGHTS TO BE REMOVED
FOR REPLACEMENT, SEE 1076 104 AND ME
FOR DETAILS, SURFACE FIXED CABLING
TO BE CAREFULLY REMOVED.

EXISTING FLOODLIGHTS TO BE
REMOVED FOR REPLACEMENT, SEE
1076 104 AND ME FOR DETAILS,
SURFACE FIXED CABLING TO BE
CAREFULLY REMOVED.

ALL CAST IRON RAINWATER GOODS
TO BE CAREFULLY REMOVED, FULLY
REFURBISHED AND REINSTATED.
ALLOW APPROXIMATELY 20%
REPLACEMENT WITH NEW CAST
IRON, SUBJECT TO FULL INSPECTION
WHEN REMOVED.

NEW LEAD FLASHING TO EXTEND
FROM NEW LEAD GUTTER TO INNER
FACE, TOP AND OUTER FACE OF
PARAPET AND TO TOP OF
PROJECTING CORNICE BELOW.

APPROXIMATE POSITION OF
SMALL APERTURE REMOVED TO
ALLOW NEW GAS PIPE
INSTALLATION

REFER TO 1076 026 FOR ROOF PLAN SCOPE OF REPAIR AND ALTERATIONS

REFER TO 1076 026 FOR ROOF PLAN
SCOPE OF REPAIR AND ALTERATIONS

NEW LEAD FLASHING TO EXTEND
FROM NEW LEAD GUTTER TO INNER
FACE, TOP AND OUTER FACE OF
PARAPET AND TO TOP OF
PROJECTING CORNICE BELOW.

NEW LEAD FLASHING TO EXTEND
FROM NEW LEAD GUTTER TO INNER
FACE, TOP AND OUTER FACE OF
PARAPET AND TO TOP OF
PROJECTING CORNICE BELOW.

CAREFUL REMOVAL OF
STONEWORK TO FORM NEW
INTAKE/EXTRACT  VENTS

CAREFUL REMOVAL OF
STONEWORK TO FORM
NEW INTAKE/EXTRACT
VENTS

CAREFUL REMOVAL OF
STONEWORK TO FORM
NEW INTAKE/EXTRACT
VENTS

CAREFUL REMOVAL OF
STONEWORK TO FORM
NEW INTAKE/EXTRACT
VENTS

CAREFUL REMOVAL OF STONEWORK
FOR NEW INTAKE/EXTRACT VENTS

EXISTING RAILINGS CAREFULLY REMOVED FROM TWO NO. ARCHES
WHERE ACCESS REQUIRED, TO BE CLEANED, SHOTBLASTED AND
REPAINTED PRIOR TO BEING REINSTALLED INTO TWO ADJACENT
ARCHES. STONE INDENTS TO FILL VOIDS LEFT BY REMOVAL

EXISTING RAILINGS TO BE
CLEANED, SHOTBLASTED AND
REPAINTED

EXISTING GLAZED
SCREEN AND DOORS TO
BE REMOVED SEE 1076
104 FOR PROPOSAL

REMOVE GRILLES WHERE
PRESENT AND INSERT NEW
STONE INDENTS

GENERAL NOTES:

DRAWINGS BASED ON MEASURED SURVEY BY LUCION SURVEYORS.

WORKS SHOWN ARE INDICATIVE ONLY AND SUBJECT TO REVIEW ON SITE FOLLOWING
AVAILABILITY OF ACCESS TO ALL AREAS AND LEVELS.

FOR REMOVAL OF EXISTING SERVICES, SEE M&E DETAILS

FOR EXTENT OF LANDSCAPE WORKS, SEE SITE PLAN 1076 024

RAIN WATER OUTLETS FROM MAIN ROOF TO BE ASSESSED AT RIBA STAGE 4,
ADDITIONAL OUTLETS MAY BE REQUIRED

ALL WORKS SUBJECT TO REVISED PLANNING AND LISTED BUILDING CONSENTS AND
BUILDING REGULATIONS APPROVAL

C 01 04 2025
EXISTING LIFT TO BE REMOVED,
REVISED SOUTH UNDERCROFT
ELEVATION TO ACCOMMODATE NEW
GROUND FLOOR LAYOUT, REPAIRS TO
UNDERCROFT ELEVATIONS ADDED

ALTERATIONS TO INTERNAL
WALLS/FEATURES

EXISTING LIFT TO BE REMOVED,
INCLUDING DOORS AND CONTROLS.
SURROUNDING STONEWORK TO BE
MADE GOOD TO ALLOW
INSTALLATION OF NEW TIMBER
DOOR

EXISTING WINDOW TO BE
CAREFULLY REMOVED AND
OPENING MADE GOOD

EXISTING DOOR AND
FRAME TO BE CAREFULLY
REMOVED AND OPENING
MADE GOOD

EXISTING DOOR AND
FRAME TO BE CAREFULLY
REMOVED AND OPENING
MADE GOOD

ALL CAST IRON RAINWATER GOODS
TO BE CAREFULLY REMOVED, FULLY
REFURBISHED AND REINSTATED.
ALLOW APPROXIMATELY 20%
REPLACEMENT WITH NEW CAST
IRON, SUBJECT TO FULL INSPECTION
WHEN REMOVED.

TO UNDERCROFT ELEVATION C:
CAREFULLY REMOVE ALL ARE AS OF MORTAR REPAIR AND FACING (TAKE FOR 50% OF ELEVATION) AND REASSESS SCOPE OF WORK
ALLOW FOR SAME AREA OF STONE REPAIR/ FACING
ALLOW FOR 25% OF ELEVATION FOR NEW STONE IF REMOVAL MORTAR REPAIR REVEALS POOR STONEWORK
ALLOW FOR CAREFUL RAKING OUT AND REPOINTING OF 100% OF STONEWORK

TO UNDERCROFT ELEVATION A:
CAREFULLY REMOVE ALL AREAS OF MORTAR REPAIR AND FACING (TAKE FOR 20% OF ELEVATION) AND
REASSESS SCOPE OF WORK
ALLOW FOR SAME AREA OF STONE REPAIR/ FACING
ALLOW FOR 10% OF ELEVATION FOR NEW STONE IF REMOVAL MORTAR REPAIR REVEALS POOR STONEWORK
ALLOW FOR CAREFUL RAKING OUT AND REPOINTING OF 100% OF STONEWORK

D 09.04.2025
VENTILATION INTAKE/EXTRACT
LOCATIONS AMENDED UNDERCROFT
ELEVATIONS A & C, BREAKING OUT FOR
ED0.18 OMITTED

E 24.04.2025
STATUS UPDATED - PLANNING.

F 15.05.2025
INTAKE/EXTRACT OPENINGS AMENDED
TO ME DETAILS
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