
DOOR SLOPES UP

DH MAX 1.66

DH MIN 1.29

R3.02

ID3.01

R3.03 R3.04

R3.05

A 10.12.2024
FIRE RATED PLANT ROOM, FIRE RATED
PARTITION TO OUTER FACE OF R3.02,
ACCESS STAIR & TIMBER WALKWAY
ADDED.

ROOF ACCESS HATCH UPDATED.

WINDOW, DOOR AND ROOM NO.S
UPDATED TO SUIT.
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Revisions:

NOTES

1   DO NOT SCALE FROM THIS DRAWING

2   This drawing is the copyright of Mosedale Gillatt.

3   All dimensions to be verified on site prior to any
shop or site works being commenced.

4   Any discrepancies to be reported to the Architect
BEFORE any work is put in hand.

5   This drawing is to be read in conjunction with
relevant consultant's and specialist's drawings.

6   This drawing must be read in conjunction with the
following drawings:
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PLANNING
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NORTHUMBERLAND HALL

ROOF & CEILING PLANS

PROPOSED THIRD FLOOR, 

AND GALLERY
BAILIFFGATE MUSEUM
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-
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PROPOSED MAIN HALL CEILING PLAN

N

THIRD FLOOR PLAN, ROOF VOID NOT SURVEYED

ROOF PLAN (NOT SURVEYED, INDICATIVE ONLY)

APPROXIMATE LOCATION OF TRUSS
(NOT INCLUDED WITHIN SURVEY)
ACCURATE LOCATIONS REQUIRED
PRIOR TO SETTING OUT OF ACCESS
HATCHES AND M&E

GUTTER AND OUTLETS SIZES TO BE REVIEWED AS
PART OF RE-ROOFING. OUTLET POSITIONS TO BE
RETAINED AND NEW INSULATED GUTTER WITH  2
NO. NEW  INSULATED INTERNAL DOWNPIPES TO BE
INSTALLED TO REPLACE EXISTING

EXISTING FLAG POLE TO
BE REINSTATED
FOLLOWING
REFURBISHMENT
FIXING TBC, PRESUMED
FIXED TO ELEVATION

NEW SMOOTH PLASTER FINISH
CEILING TO BE INSTALLED, AT SAME
LEVEL OR, IF ORIGINAL DETAIL AT
HIGHER LEVEL CONFIRMED ON
FURTHER INVESTIGATIONS,
ORIGINAL LEVEL TO BE REINSTATED

SEE ROOF PLAN
FOR WORKS TO THIS
ROOF

MANSAFE TO BE INSTALLED TO ALLOW FULL
ACCESS TO ROOF PERIMETER - SYSTEM AND
FIXING POINTS TO BE CONFIRMED FOLLOWING
INSPECTION OF PARAPET AND ROOF STRUCTURE

EXISTING SVP POSITION TO
BE ADJUSTED TO PROVIDE
CLEAR PLANT ACCESS

EXISTING SVP POSITION TO BE
AMENDED

LINE OF EXISTING
TRUSS ASSUMMED

TIMBER WALKWAY
WITH HANDRAIL - SEE
SECTIONS FOR
INDICATIVE HEAD
HEIGHTS

NEW 1 HOUR FIRE RATED
PARTITION TO OUTER FACE OF
EXISTING WALLS

NEW OPENING TO
EXISTING WALL

B 17.12.2024
ROOF SPACE WALKWAY POSITION
AMENDED, NEW INSULATION NOTED TO
MAIN ROOF. 2ND BOLIER FLUE NOTED
POTENTIAL PV PANELS ADDED TO ROOF
PLAN

KEY

MANSAFE SYSTEM TO BE
INSTALLED DETAILS TBC

NEW FIRE RATED PARTITION TO
DIVIDE ROOF VOID

C 14.01.2025
THIRD FLOOR UPDATED TO REFLECT
SURVEY. ROOM NUMBER R3.04 ADDED.
WALKWAY AMENDED FOLLOWING
RECEIPT OF SURVEY HEIGHTS. FIRE
RATED PARTITION ADDED TO
COMPARTMENTALISE ROOF VOID

D 06.03.2025
ALL PLANS UPDATED TO REFLECT
SURVEY. ROOF VOID WALKWAY AND
ACCESS REVISED. ROOM NO.S ADDED.
ME DETAIL ADDED

ROOF VOID 1 ROOF VOID 2

APPROXIMATE
EXTENT OF 2M
HEADHEIGHT

NEW 60MIN FIRE
RATED PARTITION

INDICATIVE LIGHTING AND
VENTILATION INTAKE/EXTRACT
SHADOW GAP ARRANGEMENT,
DETAILS TBC AT STAGE 4

APPROXIMATE POSITION OF PROPOSED 10kW
SOLAR PV PANELS AS M&E DETAILS. FINAL POSITION
AND FIXING TO BE CONFIRMED.

STRUCTURE TRIMMED OUT TO FORM 1 NO.
OPENABLE DOUBLE GLAZED ROOFLIGHT
ELECTRICAL CONNECTION AND CONTROL UNITS AS
M&E DETAILS

NEW ROOF BUILD UP AS FOLLOW:
- SINGLE PLY
- TAPERED INSULATION 160MM (THICKNESS TBC)
- PLYWOOD DECK
- VAPOUR BARRIER

STRUCTURE TRIMMED OUT TO FORM 1 NO.
OPENABLE COMBINED DOUBLE GLAZED ROOFLIGHT
/ ACCESS HATCH

ELECTRICAL CONNECTION AND CONTROL UNITS AS
M&E DETAILS

ALLOWANCE FOR 300MM ROCKWOOL
TO BE INSTALLED BETWEEN AND
ABOVE JOISTS. DEPTH OF EXISTING
JOISTS TBC.

CAREFULLY TAKE UP EXISTING
FLOOR TO ALLOW FOR INSTALLATION
OF INSULATION. TAKE FOR NEW
TIMBER FLOOR BOARDING.

ALLOWANCE FOR 300MM ROCKWOOL
TO BE INSTALLED BETWEEN AND
ABOVE JOISTS. DEPTH OF EXISTING
JOISTS TBC.

STRUCTURE TRIMMED OUT TO
FORM INSULATED ACCESS HATCH
TO PROVIDE ACCESS FOR PLANT
EQUIPMENT. DIMS TBC.
DEMOUNTABLE HANDRAIL TO
PERIMETER.

STRUCTURE TRIMMED OUT TO
FORM INSULATED PERSONAL
ACCESS HATCH WITH DROP DOWN
STAIR ACCESS. DIMENSIONS TBC

EXISTING DORMER TO BE
AMENDED TO PROVIDE ROOF
ACCESS - ALL DETAILS SUBJECT
TO CONFIRMATION FOLLOWING
DETAILED SURVEY

ALLOWANCE FOR 300MM ROCKWOOL
TO BE INSTALLED BETWEEN AND
ABOVE JOISTS. DEPTH OF EXISTING
JOISTS TBC.

EXTERNAL CONDENSER UNIT
FOR RECEPTION COOLING
SYSTEM, SEE ME DETAILS

CHANDELIERS TO BE REINSTATED
ON COMPLETION OF WORKS,  TO BE
RAISED ON EXISTING CHAINS BY
500MM

WC EXTRACTS TO TERMINATE VIA
ROOF COWL, LEAD FLASHINGS
REQUIRED AT JUNCTION WITH
ROOF

PLANT ROOM NATURAL VENTILATION TERMINATING
VIA ROOF COWLS, LEAD FLASHINGS REQUIRED AT
JUNCTION WITH ROOF

AHU INTAKE AND EXHAUST TERMINATING VIA
ROOF COWLS, LEAD FLASHINGS REQUIRED AT
JUNCTION WITH ROOF

2NO. NEW BOILER FLUES,
LEAD FLASHINGS REQUIRED
AT JUNCTION WITH ROOF

INTERNAL FINISHES:

- FOR WORKS TO DECORATIVE PLASTERWORK / MOULDINGS AND
HISTORIC PLASTERED AREAS, REFER TO 1076 025 & 026, AND
SKILLINGTONS REPORT A/076/C. ALL MAKING GOOD TO HISTORIC
PLASTERWORK TO BE UNDERTAKEN IN LIME PLASTER

- REDECORATION WORKS TO BE CONFIRMED FOLLOWING
DISCUSSIONS WITH SPECIALISTS

- SEE FINISHES SCHEDULE 1076 700 FOR DETAILS OF PROPOSED
FINISHES

GENERAL NOTES:

DRAWING PREPARED BY MOSEDALE GILLATT ARCHITECTS BASED
ON MEASURED SURVEY  BY LANDFORM/LUCION SURVEYORS, ALL
MEASUREMENTS TO BE CONFIRMED ON SITE. NO ROOF OR ROOF
VOID MEASURED SURVEY UNDERTAKEN, DETAILS INDICATIVE

HISTORICAL JOINERY INCLUDING JAMBS, ARCHITRAVES, SKIRTINGS,
TO BE PROTECTED DURING WORKS

HISTORICAL PLASTERWORK INCLUDING PILASTERS, WINDOW
PEDIMENTS AND CORNICING TO BE PROTECTED DURING WORKS

SEE M&E DRAWINGS FOR INDICATIVE SERVICES LAYOUTS. FINAL
LOCATION OF SERVICES TO BE CONFIRMED.

REFER TO 1076 106 FOR DETAILED WALL, FLOOR AND CEILING BUILD
UP.

REFER TO 1076 101 FOR PROPOSED SITE PLAN

SEE DRAWING 1076 104 FOR PROPOSED ELEVATIONS

FOR STRUCTURAL AND BELOW GROUND DRAINAGE PROPOSALS,
SEE SE DETAILS

FOR ABOVE GROUND DRAINAGE PROPOSALS, SEE ME DETAILS

ALL WORKS SUBJECT TO REVISED PLANNING AND LISTED BUILDING
CONSENTS, AND BUILDING CONTROL APPROVAL

INDICATIVE LIGHTING AND
VENTILATION INTAKE/EXTRACT
SHADOW GAP ARRANGEMENT,
DETAILS TBC AT STAGE 4

INDICATIVE LIGHTING TRACK ABOVE
MEZZANINE, DETAILS TBC AT STAGE 4

E 01.04.2025
ROOF SPACE ACCESS ADJUSTED TO
AVOID CORNICE, ADDITIONAL
PARTITION BETWEEN R3.03 AND 3.05
ADDED

NATURALLY SEASONED TIMBER LOUVRED PLANT
ENCLOSURE

NEW 60MIN FIRE RATED PARTITION

F 09.04.2025
MAIN HALL CONDENSERS OMITTED
AND FLAT ROOF PLANT ENCLOSURE
REDUCED, VENTILATION APERTURES
UPDATED ON MAIN HALL CEILING

G 24.04.2025
STATUS UPDATED - PLANNING.

H 15.05.2025
INTAKE/EXTRACT COWL POSITIONS
AMENDED TO ME DETAILS

APPROXIMATE LOCATION OF
EXISTING ACCESS BENEATH TRUSS,

ALTERNATIVE NEW ROOF ACCESS
LOCATION IF ADAPTATION OF
DORMER NOT POSSIBLE

I 03.07.2025
AMENDED MAIN ROOF ACCESS AND
ASSOCIATED INTERNAL WALKWAY
FLAT ROOF ACCESS AND PLANT
ENCLOSURE AMENDED

ALTERNATIVE NEW ROOF ACCESS
LOCATION IF ADAPTATION OF
DORMER POSITION NOT POSSIBLE

EXISTING DORMER TO BE
AMENDED/ LOCATION USED FOR
NEW ACCESS HATCH TO PROVIDE
MAIN ROOF ACCESS - ALL DETAILS
SUBJECT TO CONFIRMATION
FOLLOWING DETAILED SURVEY

CLIP ON POINT FOR MANSAFE

CLIP ON POINT FOR MANSAFE
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