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EXTENT OF KERB STONE TO BE
REMOVED BY THE CONTRACTOR

INDICATIVE GAS PIPE LOCATION FROM
GAS NETWORK PLANS, GROUND
PENETRATING SURVEY REQUIRED TO
ESTABLISH EXACT LOCATION PRIOR TO
FINIALISATION OF NEW ENTRANCE DESIGN
AND ANY WORKS BEING UNDERTAKEN.

PAVING TO BE TAKEN UP TO
ALLOW  FOR INSTALLATION OF
NEW ENTRANCE RAMP, STAIRS,
AND LANDING. FOUNDATION
DETAILS TBC WITH STRUCTURAL
ENGINEER AT STAGE 4

EXISTING STEPS TO BE
CAREFULLY REMOVED TO
ALLOW FOR NEW LANDING
AND RAMP INSTALLATION

EXTENT OF COBBLE SETTS TO BE
REMOVED BY THE CONTRACTOR

MANHOLE TO BE
RAISED TO NEW
FLOOR LEVEL

STONE TO BE TAKEN UP TO
ALLOW DRAINAGE WORKS
AND RELAYED ON
COMPLETION

TWO EXISTING NON-ORIGINAL
ESCAPE STAIRS, ASSOCIATED
WALLS AND STRUCTURE TO BE
CAREFULLY DISMANTLED

THICKENED NEW SLAB REQUIRED
FOR PLATFORM LIFT

EXISTING FLOOR SLAB TO
HATCHED AREAS TO BE DUG
OUT AND REPLACED WITH
NEW INSULATED SLAB

LOCALISED
REMOVAL OF
FINISHES TO
ALLOW
INSTALLATION OF
DRAINAGE GULLY
AND NEW
DRAINAGE
CONNECTION

STONE TO BE TAKEN UP TO
ALLOW DRAINAGE WORKS AND
RELAYED ON COMPLETION

EXISTING FLOOR SLAB TO
HATCHED AREAS TO BE DUG OUT
AND REPLACED WITH NEW
INSULATED SLAB

AutoCAD SHX Text
GV


	Sheets and Views
	A3 Blank Sheet


